We applied a real-time tsunami inundation forecast system to a disaster response plan. We developed a standard operating procedure (SOP) for a tsunami disaster response based on a Plan, Do, Check, Action cycle to effectively use tsunami observation and prediction information provided by a real-time tsunami inundation forecast system during an initial response to a tsunami disaster. In the Plan stage, we ran a workshop on the tsunami disaster response to confirm the current tsunami disaster response plan and develop a timeline plan for a tsunami disaster. In the Do stage, we conducted a tabletop exercise (TTX) for a tsunami disaster using a real-time tsunami prediction system. In the Check stage, we ran a workshop on an after-action review of the TTX. In the Action stage, we applied the SOPs of the real-time tsunami prediction system to the tsunami disaster management plan and conducted a second TTX. As a result, we verified the information provided by a real-time tsunami prediction system to apply the system to a tsunami disaster management plan for real municipalities. It was confirmed that the SOP that we developed allows a real-time tsunami inundation forecast system to enable government staff to safely and effectively respond during a disaster.
Introduction
Many casualties and severe damage in East Japan occurred due to a tsunami caused by the Great East Japan Earthquake on 11 March 2011. The main factor that increased the severity of the damage of this earthquake was that the tsunami impacts were greater than forecasted by the disaster plans [1] . Three issues were raised following the disaster response. First, the tsunami impact due to the Great East Japan Earthquake was greater than what a hazard map forecasted would result from an earthquake. Second, the local government staff in charge of disaster prevention could not gather disaster information for the tsunami inundation area, road damage, lifeline damage, and rescue signals. Third, the rescue staff involved in the rescuing effort were hit by the tsunami.
Thus, based on the lessons learned in the Great East Japan Earthquake, the government and the local governments increased the forecasting scale of the tsunami, formulated an evacuation plan, and established rules for rescue activity times in the forecasted tsunami inundation area. The Ministry of Education, Culture, Sports, Science, and Technology developed a seafloor earthquake tsunami observation network in Japan [2] to enable early detection of major earthquakes and tsunamis along [2] . Red and yellow circles denote S-net stations, which are linked by cables with landing stations. The red rectangle denotes the target region of this study. [2] . Red and yellow circles denote S-net stations, which are linked by cables with landing stations. The red rectangle denotes the target region of this study.
1 Figure 2 . The Real-Time Tsunami Forecast Information System. The yellow rectangle depicts Japan Meteorological Agency (JMA) warning information (a). The red rectangle is the real-time observation information from S-net; the red bar to the left in the figure is the spilling wave, and the blue bar is the down wave (b). The green rectangle is the estimated information (c). Thus, the Real-Time Tsunami Inundation Forecast System provides more detailed information for each municipality than the JMA warning information because the local government staff in charge of disaster prevention and mitigation need inland disaster information for their municipality.
Our test regions included Kamogawa-shi, Katsuura-shi, Isumi-shi, and Ichinomiya-machi in Chiba Prefecture, which are located in the Southeast Boso Peninsula (the red rectangle in Figure 1 ). Chiba Prefecture has various landforms, including the Kamogawa-shi, Katsuura-shi, and Isumi-shi, which are on the Ria coast; and Ichinomiya-machi, which is located at the southern edge of the Kujukuri plain, which will be the surfing venue for the 2020 Tokyo Olympics. Therefore, Ichinomiya-machi and the Chiba prefecture government would use a real-time tsunami prediction system to evacuate the tourists and the residents in the event of a tsunami disaster.
Application of the Real-Time Tsunami Inundation Forecast System to the Disaster Response
When using the Real-Time Tsunami Inundation Forecast System for a current disaster response plan, it is important to apply their disaster management plan system based on the PDCA cycle [17] , because the users do not know how to use the information provided by the system. Municipalities' staff in charge of disaster prevention generally do not update the response plan because they believe that the current management plan is sufficient.
Therefore, in the Plan stage, we ran a workshop on the tsunami disaster management involving four municipalities' staff in charge of disaster prevention to develop the timelines for their current tsunami disaster management plan, compare the forecast system with the plan, and update the plan. In the Do stage, we conducted a first TTX about a tsunami disaster using the Real-Time Tsunami Inundation Forecast System for verifying the application of the system to the current disaster management plan. In the Check stage, we ran an AAR workshop on the first TTX to understand the issues about the tsunami disaster response. We developed the SOP for the tsunami disaster response using the Real-Time Tsunami Inundation Forecast System on the AAR. In the Action stage, we conducted a second TTX and applied the SOP of the Real-Time Tsunami Inundation Forecast System to the tsunami disaster management plan. Figure 3 shows the work flow of this study. 
Confirming the Current Disaster Response Plan
In the Plan phase, the four municipalities created a timeline following the current disaster management plan. Figure 4 shows the timeline for Kamogawa-shi and Ichinomiya-machi during a tsunami disaster. In this figure, the timelines are not mutually exclusive and collectively exhaustive (MECE) because the action cards (the blue box) were fewer. Some of the action cards included dangerous actions, such as monitoring the sea level near the coast (Katsuura-shi), closing the floodgates (Isumi-city), and patrolling near the coast (Ichinomiya-machi). After developing the timelines, the four municipalities confirmed the difference and the omission by the discussion on each timeline ( Figure 5 ). As a result of the discussion, we recommended that the four municipalities alter the dangerous action cards to using the information provided by the system, and delete the "closing the floodgates" card, because these actions were the causes of mortality of the disaster response staff during the Great East Japan Earthquake. 
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Use of the Real-Time Tsunami Inundation Forecast System on the First TTX
First, we created a tsunami disaster scenario following the reports of the municipalities in the disaster area due to the Great East Japan Earthquake, such as Ishinomaki-shi, Natori-shi, and Sendaishi [18] [19] [20] . The scope of the first TTX was verification of the tsunami disaster response process and the use of the Real-Time Tsunami Inundation Forecast System. We compiled the information from inquiries from within the inundation area, including calls for help from residents and reports of damage. Figure 6 shows the information that we received: 80 inquiries in one hour. The blue line in Figure 6 shows inquiries or rescue requests due to the tsunami disaster. The players responded according to the nature of each inquiry, such as using the Real-Time Tsunami Inundation Forecast System or requesting rescue from the Japan Self-Defense Forces (JSDF). The red line in Figure 6 shows the requests for support for firefighting activities. The orange line in Figure 6 shows the JMA information in Figure 4 , and the gray line in Figure 6 shows the Chiba Prefecture response. 
First, we created a tsunami disaster scenario following the reports of the municipalities in the disaster area due to the Great East Japan Earthquake, such as Ishinomaki-shi, Natori-shi, and Sendai-shi [18] [19] [20] . The scope of the first TTX was verification of the tsunami disaster response process and the use of the Real-Time Tsunami Inundation Forecast System. We compiled the information from inquiries from within the inundation area, including calls for help from residents and reports of damage. Figure 6 shows the information that we received: 80 inquiries in one hour. The blue line in Figure 6 shows inquiries or rescue requests due to the tsunami disaster. The players responded according to the nature of each inquiry, such as using the Real-Time Tsunami Inundation Forecast System or requesting rescue from the Japan Self-Defense Forces (JSDF). The red line in Figure 6 shows the requests for support for firefighting activities. The orange line in Figure 6 shows the JMA information in Figure 4 , and the gray line in Figure 6 shows the Chiba Prefecture response. 
Kamogawa-shi
Kameda Hospital
Tojo Hospital Figure 7 . The map of the scenario information in Kamogawa-shi. The red reverse triangles show the location of a hypothetical event, and the number shows the providing information in Figure 6 . The green reverse triangles denote the evacuation facilities. The red and pink areas show tsunami inundation areas in this scenario.
The first TTX was conducted by nine facilitators, who were the researchers and Chiba Prefecture Government staff, and 16 players who were part of the four municipalities' disaster response staff and other municipalities' disaster response staff in Chiba Prefecture. The test region in this TTX was Kamogawa-shi; the players played the role of Kamogawa city workers. The disaster response plan in Japan did not follow ICS, which was recommended by FEMA, but was established based on business routines. Therefore, the disaster response organization consisted of a disaster management section, a general affairs section, a communication and liaison section, a medical support section, a receiving information section, an evacuation response section, and a civil engineering section because these sections were a major section during the initial disaster response and followed the regional disaster prevention plan of Kamogawa-shi. Figure 7 shows the location of the information provided around the center of Kamogawa-shi. The red reverse triangles in Figure 7 show the information provided in Figure 6 . The red and pink areas around the coast show a tsunami inundation area in this scenario; the red is the depth of over 2 m and the pink is depths of 1 to 2 m. The following are the players' roles of each section during the initial response phase: The players used the Real-Time Tsunami Inundation Forecast System using a laptop and a main monitor. Figure 10 shows the first TTX. As a result of the first TTX, we understood the issues of the tsunami disaster response and how to effectively use the information from the system. The players were able to order the rescue staff to stop rescuing and evacuate from the tsunami inundation area based on the information provided by the system, and responded to inquiries about the tsunami inundation area from the local businesses, such as a transport firm and a post office. However, the players were not able to assess the affected area due to the tsunami inundation, landslides, and damaged roads using the Real-Time Tsunami Inundation Forecast System and the information provided by the facilitators. The players requested the Japan Self-Defense Forces or the prefecture government to rescue the evacuees. The players used the Real-Time Tsunami Inundation Forecast System using a laptop and a main monitor. Figure 10 shows the first TTX. As a result of the first TTX, we understood the issues of the tsunami disaster response and how to effectively use the information from the system. The players were able to order the rescue staff to stop rescuing and evacuate from the tsunami inundation area based on the information provided by the system, and responded to inquiries about the tsunami inundation area from the local businesses, such as a transport firm and a post office. However, the players were not able to assess the affected area due to the tsunami inundation, landslides, and damaged roads using the Real-Time Tsunami Inundation Forecast System and the information provided by the facilitators. The players requested the Japan Self-Defense Forces or the prefecture government to rescue the evacuees. Figure 5 to the players and reply to the inquiries from the players. The facilitators and the players write each situation or information on the whiteboard.
The players used the Real-Time Tsunami Inundation Forecast System using a laptop and a main monitor. Figure 10 shows the first TTX. As a result of the first TTX, we understood the issues of the tsunami disaster response and how to effectively use the information from the system. The players were able to order the rescue staff to stop rescuing and evacuate from the tsunami inundation area based on the information provided by the system, and responded to inquiries about the tsunami inundation area from the local businesses, such as a transport firm and a post office. However, the players were not able to assess the affected area due to the tsunami inundation, landslides, and damaged roads using the Real-Time Tsunami Inundation Forecast System and the information provided by the facilitators. The players requested the Japan Self-Defense Forces or the prefecture government to rescue the evacuees. 
After-Action Review of TTX
In the check stage, we conducted an after-action review (AAR) of the first TTX. In this AAR, the disaster management staff of the four municipalities discussed the action, notice, and issues in the first TTX. We developed and explained the SOP of the Real-Time Tsunami Inundation Forecast System (Figure 11 ). Figure 11 shows the SOP that we developed based on the results of the first workshop and the lessons learned from the Great East Japan Earthquake for using the Real-Time Tsunami Inundation Forecast System. In Figure 11 , the red circles are the action cards of the tsunami disaster response using the Real-Time Tsunami Inundation Forecast System. 
In the check stage, we conducted an after-action review (AAR) of the first TTX. In this AAR, the disaster management staff of the four municipalities discussed the action, notice, and issues in the first TTX. We developed and explained the SOP of the Real-Time Tsunami Inundation Forecast System (Figure 11 ). Figure 11 shows the SOP that we developed based on the results of the first workshop and the lessons learned from the Great East Japan Earthquake for using the Real-Time Tsunami Inundation Forecast System. In Figure 11 , the red circles are the action cards of the tsunami disaster response using the Real-Time Tsunami Inundation Forecast System.
(b) shows the gathering of the information on the map; (c) shows discussion of the disaster response and the main monitor; (d) shows writing information on the white board.
In the check stage, we conducted an after-action review (AAR) of the first TTX. In this AAR, the disaster management staff of the four municipalities discussed the action, notice, and issues in the first TTX. We developed and explained the SOP of the Real-Time Tsunami Inundation Forecast System (Figure 11 ). Figure 11 shows the SOP that we developed based on the results of the first workshop and the lessons learned from the Great East Japan Earthquake for using the Real-Time Tsunami Inundation Forecast System. In Figure 11 , the red circles are the action cards of the tsunami disaster response using the Real-Time Tsunami Inundation Forecast System. Figure 11 . SOP that we developed based on the results of this AAR and the lessons from the 2011 Great East Japan Earthquake for the users of the Real-Time Tsunami Inundation Forecast System. The Figure 11 . SOP that we developed based on the results of this AAR and the lessons from the 2011 Great East Japan Earthquake for the users of the Real-Time Tsunami Inundation Forecast System. The red circles are the action cards of the tsunami disaster response using the Real-Time Tsunami Inundation Forecast System for local government staff.
The following are the disaster responses (action cards) on the SOP using the information provided by the Real-Time Tsunami Inundation Forecast System for the municipalities:
(1) Before arrival of the first tsunami wave:
Report the tsunami inundation area and arrival time of the tsunami to every person in the tsunami inundation area. Since the local governments must have every person in the tsunami inundation area evacuated, stop each action, such as rescuing and gathering information.
Compare the hazard map with the tsunami inundation area provided by the system because, if the tsunami inundation area provided by the system is greater than predicted by the hazard map, the local government staff must report the information to the residents.
(c)
Share the tsunami inundation area provided by the system with the relevant departments, such as the fire departments, police departments, and JSDF, because the relevant bodies control and rescue the residents and each stakeholder.
(2) After a tsunami inundation. Since the disaster commander cannot enter the tsunami inundation area, (a) Estimate the damages to medical facilities, important facilities for disaster response, and infrastructure due to the tsunami inundation.
(b)
Rescue the injured and the residents in the isolated areas due to the tsunami inundation.
As such, we obtained agreement on this SOP and conducted the next TTX in the action stage.
Second TTX in the Action Stage
We conducted a second TTX to verify the SOP we developed in the action stage. In the second TTX, we prepared a check list for the tsunami disaster response on the SOP, as shown in Figure 11 . The information provided was the same as in the first TTX, but we changed the target region on the second TTX to Isumi-shi. Thus, we made a small change in the layout of the headquarters of the disaster control and the disaster response organization because we allowed the four municipalities' staff to add their disaster response experience.
The result of the second TTX ( Figure 12 ) was that the players were able to use the Real-Time Tsunami Inundation Forecast System following the SOP that we developed. Through the second TTX, the participants requested information about the second and the third tsunami waves because they needed to anticipate a disaster situation.
information. (b) Compare the hazard map with the tsunami inundation area provided by the system because, if the tsunami inundation area provided by the system is greater than predicted by the hazard map, the local government staff must report the information to the residents. (c) Share the tsunami inundation area provided by the system with the relevant departments, such as the fire departments, police departments, and JSDF, because the relevant bodies control and rescue the residents and each stakeholder. (2) After a tsunami inundation.
Since the disaster commander cannot enter the tsunami inundation area, (a) Estimate the damages to medical facilities, important facilities for disaster response, and infrastructure due to the tsunami inundation. (b) Rescue the injured and the residents in the isolated areas due to the tsunami inundation. As such, we obtained agreement on this SOP and conducted the next TTX in the action stage.
The result of the second TTX ( Figure 12 ) was that the players were able to use the Real-Time Tsunami Inundation Forecast System following the SOP that we developed. Through the second TTX, the participants requested information about the second and the third tsunami waves because they needed to anticipate a disaster situation. 
Discussion
In this study, we examined the application of the Real-Time Tsunami Inundation Forecast System to the disaster response based on the PDCA cycle. The result is that local government staff need to modify the current disaster management plan based on the SOP that we developed in the check stage (Figure 11 ). The staff will be able to safely and effectively respond with disaster management during a major tsunami disaster. 
In this study, we examined the application of the Real-Time Tsunami Inundation Forecast System to the disaster response based on the PDCA cycle. The result is that local government staff need to modify the current disaster management plan based on the SOP that we developed in the check stage ( Figure 11 ). The staff will be able to safely and effectively respond with disaster management during a major tsunami disaster.
The following is the information required for the Real-Time Tsunami Prediction System to be applied to a tsunami disaster management plan of the municipalities.
(1) Arrival time of the tsunami at the coast, for activity time and evacuation.
(2) Tsunami height at the coast, for triggering the disaster operation.
(3) Tsunami inundation area, for the disaster response to operate safely and effectively. (4) The location of the medical facility, evacuation facility, the road, and important Web Geographic Information System (Web GIS) facilities for the disaster response: for estimating the damage and rescuing. (5) The inundation area of the hazard map on Web GIS, for notifying residents to evacuate if the predicted inundation area is greater than shown on the hazard map. (6) The number of the estimated damaged buildings and affected people in each Oaza district for calling for cooperation from the relevant legal agency. (7) Information about subsequent waves so the disaster situation can be anticipated.
Conclusions
We applied the Real-Time Tsunami Inundation Forecast System to the current disaster management plan of Japanese coastal municipalities based on the PDCA cycle. We confirmed that the SOP that we developed for local government staff allows the Real-Time Tsunami Inundation Forecast System to be safely and effectively used for disaster response. We confirmed that the system enables the disaster management staff to respond to three issues identified from the Great East Japan Earthquake.
(1) The tsunami inundation area of the Great East Japan Earthquake was greater than what a hazard map predicted from an earthquake; before tsunami arrival, the local government staff in charge of the disaster response must confirm whether the predicted tsunami inundation area is greater than that shown on a hazard map. (2) The local government staff in charge of the disaster prevention could not gather the necessary disaster information such as the tsunami inundation area, lifeline damage, and rescue signals; local government staff in charge of the disaster response should retrieve damage information about medical facilities, evacuation facilities, infrastructure damage, and isolated areas as indicated from GIS data and the predicted tsunami inundation area provided by the system. (3) Rescue staff were hit by the tsunami during rescue work; the local government staff in charge of the disaster response should order the rescue staff and the residents to evacuate from the tsunami inundation area predicted by the system until the arrival of the tsunami.
We will install the Real-Time Tsunami Prediction system and the SOP in four municipalities, and Chiba Prefecture government will expand the system to other municipalities with the SOP. Finally, we will update the SOP, because it is important for disaster mitigation to continue to carry on the PDCA cycle. 
